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P R O J E C T  C O M P L E T I O N  R E P O R T  

UV Pipe Relining - Sutton Street, Pinjarra WA 

Project Details 
 

Location Sutton Street, Pinjarra WA 6208 

Client Shire of Murray 

Asset Stormwater drainage main - Pit 2 to Pit 1 

Pipe material Concrete reinforced, 300mm diameter 

Liner type UV-cured CIPP liner 

Length lined 20 metres 

Product warranty 25 years (100-year design life) 

Date completed 8 April 2026 

 

Scope of Works 
 

• Site mobilisation - equipment and materials transported to Sutton Street, Pinjarra. 
• Safe working areas established in accordance with site safety requirements. 
• Existing 300mm pipe prepared and cleaned via high-pressure jetting & robotic Cutting. 
• Temporary platforms installed for UV grates and winch for liner installation. 
• 20m × 300mm UV liner installed in accordance with manufacturer's guidelines. 
• All debris cleared from site on completion. 
• Post-installation CCTV inspection carried out to confirm liner continuity and condition. 
• Full site demobilisation. 

Before - Pre-Installation CCTV Inspection 
 
CCTV inspection of the 300mm reinforced concrete stormwater main at Sutton Street prior to works revealed severe root intrusion 
throughout the pipe. Root masses were found penetrating pipe joints and significantly compromising structural integrity and flow 
capacity. 

 

 

 
Root intrusion   Heavy root mass - full pipe penetration   



During - UV Liner Installation 
 
The Tunnel Vision crew mobilised the UV relining rig to Sutton Street. The liner was loaded at the access pit, inserted through the 
full 20m run and cured in-situ using a UV light train - with no excavation, no road disruption and no reinstatement required. 

 

 

 
UV relining rig deployed on site - no road excavation required  UV liner loaded and positioned at access pit 

 

After - Post-Installation CCTV Verification 
 
Post-installation CCTV confirms a smooth, continuous, fully-sealed UV liner throughout the entire 20m run. Zero root ingress. The 
pipe is fully rehabilitated and reinstated to full flow capacity - with a 25-year product warranty and 100-year design life. 

 

 

 
UV liner installed - confirmed at 16.9m  |  08.04.26  Clear pipe confirmed - 0.0m entry point  |  08.04.26 

 

Why UV Relining? 
 
The following summarises the key advantages of UV-cured trenchless rehabilitation over traditional dig-and-replace methods for 
the Shire of Murray's infrastructure: 

• No excavation required: No road opening permits, no traffic management costs and no reinstatement works. The Shire of 
Murray benefits significantly from reduced total project cost. 

• Minimal community disruption: Works completed with no surface disturbance. Roads, footpaths and public spaces 
remained fully accessible throughout the installation. 

• Extended asset life: UV-cured liners add decades to the serviceable life of existing pipes, deferring costly capital 
replacement and supporting long-term asset planning for the Shire. 

• 25-year product warranty: Backed by an extensive product warranty and a 100-year design life, giving the Shire long-term 
performance certainty for this asset. 

• Verified by CCTV: Full post-installation CCTV inspection confirms the liner is continuous, sealed and structurally sound 
throughout the entire pipe run. 

• Environmentally responsible: Trenchless-first approach minimises ground disturbance, spoil generation and disruption to 
surrounding environments and biodiversity. 

 


